GERARD DIAMANT TILE | | N
NEW GENERATION RO0FING SvsTEMS

2 GERARD

DIAMANT

Length of cover: 1270 mm
Width of cover: 398 mm
Tiles/m?: 1,98

Weight/m?: 6.6 kg
Minimum Pitch: 14° (25%)

BATTEN SPACING:




GERARD SENATOR SHINGLE
NEW GENERATION

2 GERARD

ROOFING SYSTEMS

2 GERARD

SENATOR SHINGLE

Length of cover: 1260 mm
Width of cover: 369 mm
Tiles/m2: 215

Weight/m?: 6.6 kg
Minimum Pitch: 15° (27%)

BATTEN SPACING:

If roof pitch is between 15-30°, intermediate battens (not shown here) are obligatory to use. Please refer to Installation Manual, section Battens / Batten Spacing.

.........
~~~~~~~




GERARD CLASSIC TILE | A GERARD
NEW GENERATION

2 GERARD

CLASSIC

Length of cover: 1265 mm
Width of cover: 369 mm
Tiles/m2: 2.14

Weight/m2: 6.4 kg
Minimum Pitch: 12° (21%)

BATTEN SPACING:




GERARD CORONA SHAKE TILE| | .cerarp
NEW GENERATION

2 GERARD

CORONA SHAKE

Length of cover: 1250 mm
Width of cover: 371 mm
Tiles/m?: 2.16

Weight/m2: 6.6 kg
Minimum Pitch: 15° (27%)

BATTEN SPACING:




GERARD HERITAGE TILE || AcEranD
NEW GENERATION

2 GERARD

HERITAGE

Length of cover: 1250 mm
Width of cover: 367 mm
Tiles/m?: 2.18

Weight/m2: 6.4 kg
Minimum Pitch: 12° (21%)

BATTEN SPACING:




GERARD MILANO TILE [
NEW GENERATION

2 GERARD

MILANO

Length of cover: 1215 mm
Width of cover: 369 mm
Tiles/m2: 2.23

Weight/m2: 6.6 kg
Minimum Pitch: 12° (21%)

BATTEN SPACING:




GERARD SENATOR SHINGLE . ceraro
NEW GENERATION

2 GERARD
SLATE
[INnHa nonHas: 1335 mm

InvHa s¢pdekTnBHag:a 1250 mm
lnpwuHa a¢pdekTnBHaA: 368 Mm

[Tnowapp: 046 m?

Kon-so/m% 2.2

Bec: 29 kr

Bec/m2 6.6 Kr/m?2

MuHMManbHbIN

YK/IOH KPOBIM: 15° (27%) BATTEN SPACING:
NHTEPBAIJI

OBPELLETKWM

NHTepBan obpelieTkn: 368 Mm




